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See General Information for Hangers, Pipe

RAPIDROP GLOBAL LTD EX16133
RUTLAND BUSINESS PARK
NEWARK RD
PETERBOROUGH, PE1 5WA UNITED KINGDOM

Pipe hangers

Model Hanger Type Rod Size, in. NPS* Comments

SH01 Band Hanger 3/8 in., M10 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4 —

SH01 Band Hanger 1/2 in., M12 5, 6, 8 —

CH01 Clevis Hanger 3/8 in., M10 1/2, 3/4, 1, 1-1/4, 1-1/2, 2 —

CH01 Clevis Hanger 1/2 in., M12 2-1/2, 3 —

CH01 Clevis Hanger 5/8 in., M16 4, 5 —

CH01 Clevis Hanger 3/4 in., M20 6, 8 —

BC01 Universal Beam Clamp 3/8 in. 4 max —

BC01 Universal Beam Clamp 1/2 in. 8 max —

Model
 Designation Hanger Type Rod Size NPS* Comments

Fig.901 Pipe Clamp M10 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3 With or without EPDM Lining

Fig.902 Pipe Clamp M10 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3 With or without EPDM Lining

Fig.903 Clevis Hanger M10 1/2, 3/4, 1, 1-1/4, 1-1/2, 2

Fig.903 Clevis Hanger M12 2-1/2, 3, 4

Fig.903 Clevis Hanger M16 5, 6, 8

Fig.904 Band Hanger M10 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4

Fig.904 Band Hanger M12 6, 8

Fig.906 U Strap NA 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4, 5, 6, 8, 12 U and C orientation

Fig.905 U Bolt NA 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4, 5, 6, 8 U and C orientation

Fig.905 U Bolt NA 10 and 12 U orientation only

* NPS = Nominal pipe size
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