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Max 

Rated Ambient 
Pressure, Temp, 

Model psig Of 

RAP-SP-0lAS 175 225 
unbraided 

RAP-SP-0lA 175 225 
unbraided 

RAP-SP-02AS 175 225 
unbraided 

RAP-SP-02A 175 225 
unbraided 

RAP-SP-03A 175 225 
unbraided 

RAP-SP-04A 175 225 
unbraided 

RAP-SP-0lBS 175 225 
unbraided 

RAP-SP-01B 175 225 
unbraided 

RAP-SP-02BS 175 225 
unbraided 

RAP-SP-02B 175 225 
unbraided 

RAP-SP-03B 175 225 
unbraided 

RAP-SP-04B 175 225 
unbraided 

Nom 
Inlet 

by 
Outlet 

Size, in. 

lxl/2 

lxl/2 

lxl/2 

lxl/2 

lxl/2 

lxl/2 

lx3/4 

1x3/4 

lx3/4 

1x3/4 

1x3/4 

1x3/4 

Max 
Assembly No. of Min Bend 

Length, 90° Radius, 
ft (mm) Bends in. 

2.3 (700) 2 4 

2.6 (780) 2 4 

3.3 (1000) 3 4 

4.0 ( 1220) 3 4 

5.1 ( 1540) 3 4 

6.0 ( 1830) 3 4 

2.3 (700) 2 4 

2.6 (780) 2 4 

3.3 (1000) 3 4 

4.0 ( 1220) 3 4 

5.1 ( 1540) 3 4 

6.0 ( 1830) 3 4 

EX4957 

Equivalent 
Length of 

1 in. 
Schedule 

40 
Steel Pipe 
(C = 120), Flexibility 

ft Type 

18 Limited 

27 Limited 

44 Limited 

53 Limited 

68 Limited 

73 Limited 

32 Limited 

33 Limited 

48 Limited 

55 Limited 

63 Limited 

76 Limited 

These flexible sprinkler hose with fittings are intended to be installed with the B-13 and A-10 bracket combination in accordance with the 
manufacturer's installation instructions dated March 04, 2009. 

The Model RAP-SP flexible sprinkler hose with fittings are intended to be installed with the A-2 center bracket and the B-7 or B-7-E end bracket 
in accordance with the manufacturer's installation instructions dated October 27, 2015. 
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